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Attachment, 22 x 24 mm
Attachment, 24 x 26 mm
Attachmant, 28 x 30 mm
Attachment, 32 x 35 mm
Attachment, 42 x 47 mm
Bearing installer 37.42
Bearing installer 37.5
Bearing remover head
Bearing remover head
Bearing remover head
Bearing remover shaft
Bearing remaver shaft
Bearing remover shaft
Bearing remover weight
Carburetor float level gauge
Clutch center holder

Crank shaft assembly callar

Crank shaft assembly shaft

Driver

Driver shaft

Flywheel holder

Flywheel puller

Fork seal driver body

Fork seal driver attachment

Gear holder

Mechanical seal driver attachment
Mechanical seal driver

Peak voltage adapter

Pilot, 10 mm_

Pilot, 12 mm

Pilot, 15 mm

Pilot, 177 mm

Pilot, 20 mm

Pilot, 25 mm

Pilot screw wrench

Plate, 200 x 300 x 20

Snap ring pliers

Driver handle

Steering stem driver

Driver attachment

Stearing stem cap nut wrench
Steering stem socket wrench
Universal bearing puller

Vacuum gauge attachment

Valve guide driver, 5 mm

DESCRIPTION

TOOL NUMBER REMARKS

07746-0010800
07746-0010700
07746-1870100
07746-0010100
07746-0010300
07XMF-KGB0100

07XMF-KGB0200
07746-0050400
07936-GE00200
07936-KC10200
07936-GE0C100 .
07936-KC10100
07746-0050100
07741-0010201
07401-0010000
07724-0050002
07865-VM00100
07965-VM00200

07748-0010000
07946-MJ00100
07725-0040000
07KMC-HEQ0100
07747-0010100
07947-KA20200
07724-0010200
07945-4150400
07PMD-KBP0100
07HGJ-0020100
07746-0040100
07746-0040200
07746-0040300
07746-0040400
07746-0040500
07746-0040600
07908-4730002

07XMF-KGB0300
07914-SA50001
07953-MJ10200
07946-MB00Q0O
07953-MJ10100
07716-0020400
07916-3710101

07631-0010000
07510-3000100
07942-MAB0000
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FRAME

LOCATION

Clutch lever pivot sliding surface
Throttle grip pipe rolled up portion
Rear brake pedal pivot sliding surface
Gearshift pedal pivot sliding surface
Side stand pivot sliding surface

Front wheel dust seal lip area

Rear wheel dust seal lip area

Rear wheel O-ring whole

Final driver flange gap with rear hub
Final driver flange dust seal lip area

Steering head upper bearing

Steering head lower bearing

Steering head dust seal lips

Rear caliper pin bolt

Rear master cylinder push rod contact area
Front brake lever pivot and piston contact area
Front brake lever pivot sliding area

Front fork oil seal lips

Swingarm pivot dust seal lips

Swingarm pivot bearing and center collar sliding
surface

Swingarm pivot bush and collar sliding surface
Speedometer gear box inside

Speedometer gear sliding portion

Steering top threads

Front engine hanger bolt threads
Rear engine hanger bolt threads
Upper engine hanger bolt threads

Brake master cylinder pistons and cups
Rear caliper piston sliding surface

Throttle cable casting inside
Clutch cable casing inside
Caliper piston seal sliding surface
Caliper pin sliding surface

Final driven flange bolt threads
Rear caliper nut threads
Front caliper pin threads
Front caliper nut threads
Fork socket bolt threads

Handle grip rubber inside surfaces

Front fork inside

MATERIAL REMARKS

Multi-purpose grease

Grease

Engine oil

DOT 3 or DOT 4 brake fluid

Silicone grease

Locking agent

Honda band A or Cemedine
#540

Fork fluid
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Right and left crankcasa mating surface Sealant
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DESCRIPTION

Valve guide reamer

Valve spring compressor

Valve spring comprassor attachment
Valve seat cutter

Seat cutter, 24.5 mm (45° IN)
Seat cutter, 22 mm {45° EX)

Flat cuttar, 26 mm (32° IN}

Flat cutter, 22 mm {32° EX)
Intarior cutter, 22 mm (60° IN/EX}
Cutter holder, 5 mm

TOOL NUMBER

07984-MAB0001
07757-0010000
07959-KM30101

07780-0010100
07780-0010701
07780-0012000
07780-0012601
07780-0014202
07781-0010400

REMARKS

REF.SEC.
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SPEEDOMETER WIRE

FAN MOTOR SWITCH WIRE

SPARK PLUG WIRE

BRAKE HOSE
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ENGINE (LONT Q)

ITEM

CYLINDER HEAD/VALVE:

Cylinder head side cover bolt

Cylinder head cover bolt

Cam sprocket bolt

Cylinder head flange nut: 8 mm (0.3 in)

6 mm (0.2 in)

Camshaft holder bolt

Rocker arm shaft bolt

Cam chain tensioner lifter bolt

Cam chain tensioner lifter plug
CRANKCASE/TRANSMISSION/CRANKSHAFT:

Mainshaft bearing setting plate bolt

Shift drum bearing setting plate bolt
CHARGING SYSTEM/ALTERNATOR:

Flywheel nut

Stator mounting bolt

Ignition pulse generator mounting bolt

Stator/lgnition pulse generator wire clamp bolt
IGNITION SYSTEM:

Engine coolant temperature (ECT} sensor
ELECTRIC STARTER/STARTER CLUTCH:

Startar motor terminal nut

Starter motor front cover bolt

Primary drive gear lock nut
OTHERS:

Neutral switch

Neutral switch terminal nut
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TORQUE

N-m {kgf-m, Ibf-ft)

10{1.0, 7)
10{1.0,7)
20 (2.0, 14)
32 (3.3, 24)
12 (1.2, 9}
12(1.2, 9}
5 (0.5, 3.6)
12(1.2, 9)
4{0.4,2.9)

10{1.0,7)
101.0, 7}

64 (6.5, 47)
12 (1.2, 9)
5 (0.5, 3.6}
5 (0.5, 3.6}

23(2.3, 17}

12{1.2,9)
5{0.5, 3.8)
88 (9.0, 65)

12(1.2,9)
2(0.2, 1.4)
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MAINTENANCE:
Spark plug
Crankshaft hole cap
Timing hole cap
Valve adjusting screw lock nut
Qil drain bolt
LUBRICATION SYSTEM:
Oil pump mounting bolt
FUEL SYSTEM::
Caburetor insutator band screw
PAIR check valve cover bolt
COOLING SYSTEM:
Water pump drain bolt
Water pump impeller
Cooling fan nut

ENGINE REMOVAL/INSTALLATION:

Drive sprocket setting plate bolt
CLUTCH/GEARSHIFT LINKAGE:

Clutch center lock nut

Clutch pressure plate boit

Gear shift stopper arm pivot bolt

Gaar shift cam plate bolt
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I S LY

THREAD TORQUE

DIA. {mm) N.m (kgf-m, |bf-ft)
10 12(1.2,9)
30 15{1.5, 11)
14 10{1.0, 7}
6 17 {1.7, 12}
12 25 (2.5, 18)
6 14 (1.4, 10)
5 5 (0.5, 3.6)
5 5 (0.5, 3.6)
10 13(1.3, 9)
7 12(1.2,9)
3 1(0.1, 0.7}
6 12 {1.2, 9}
16 108 (11, 80)
6 12{1.2,9)
6 12{1.2,9)
8 23(2.3,17)

NOTE 6

NOTE 2

NOTES, 6

NOTE 6
NOTE 2
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SFEVIFICATIUNS

Carburetor identification number

VPU 2A

Main jst

#82

Slow jet

Jet needle number Front

#88

C12A

Rear

c12B

Pilot screw Initial/final opening

See page 5-18

Float level

13.7 mm (0.54 in)

Base carburetor (for synchronization)

Idle speed

PAIR control valve specified vacuum

Throttle grip free play

Front cylinder (#2)
1,500 = 100 min™ {rpm}
280 mm Hg (11.02 in Hg}

2-6mm (1/16 - 1/4 in}
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DRIVE TRAIN

SVt (WU )

ELECTRICAL

ITEM

CARBURETOR Carburetor Type CV (Constant Velocity) dual carburetor
Throttle bore 22 mm (0.9 in}

Clutch system

Clutch operation system

Transmission
Primary reduction
Final reduction
Gear ratio

Gearshift pattern

Ignition system
Starting system
Charging system

Regulator/rectifier
Lighting systemn

SPECIFICATIONS

Multi-plate, wet
Mechanical type

Constant meash, 5-speed

3.722 (67/18)

3.142 (44/14)

3.083 (37/12)

1.933 {29/15}

1.428 (30/21}

1.173 {27/23)

1.000 (25/25)

Left foot operated return system, 1-N-2-3-4-5

Full trangistor digital ignition

Electric starter motor

Triple phase output alterator

SCR shorted/triple phase, full wave rectification
Battery
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Cylinder campression

Cylinder head warpage

Valve, valve Valve clearance

guide
Valve stem O.D.
Valve guide 1.D.

Stermn-to-guide clearance

Valve guide projection above
cylinder head

Valve seat width
Valve spring free length

Camshaft Cam lobe height

Runout

Identification marks

Rocker arm |.D.
Rocker arm shaft O.D.
Rocker arm-to-rocker arm shaft clearance

A R lh oLl g

1,304 kPa (13.3 kgf/cm?, 189 psi) at
500 min~ {rpm}

SRl W IR BNTIN

0.05 {0.002)

IN 0.15 = 0.02 {0.006 £ 0.001)

4.975 - 4,990 (0.1959 - 0.1965)

4.965 (0.1955}

0.24 = 0.02 (0.009 + 0.001) =
EX

4.955 - 4.970 (0.1951 - 0.1957)

4.945 (0.1947}

5.000 - 5.012 (0.1969 ~ 0.1973)

5.03 (0.198)

5.000 - 5.012 {0.1969 - 0.1973)

5.03 {0.198)

0.010 - 0.037 {0.0004 — 0.0015}
0.030 - 0.057 {0.0012 - 0.0022)
12.10 {0.476}

0.065 (0.0026)
0.085 (0.0033)

12.10 {0.476}

INJEX | 0.90 - 1.10 (0.035 - 0.043)

1.5 {0.06)

IN 38.00 (1.496)
EX 38.00 (1.496)
IN 28.8527 — 29.0927 {1.13593 - 1.14538)
EX 28.8849 - 29.1249 (1.13720 - 1.14665}

| 36,5 (1.44)

36.5 (1.44})

28.82 (1.135)
28.85 (1.136}

0.030 (0.0012}

0.050 (0.0020)

Front “F“/Rear “R”

10.000 — 10.015 {0.3937 — 0.3943)
9.972 - 9.987 {0.3926 — 0.3932)
0.013 - 0.043 {0.0005 - 0.0017)

10.05 (0.396)
9.92 (0.391}
0.10 (0.004)
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10 - 20 (3/8 - 13/16)
42.1 (1.66} 41.2 (1.62)

Clutch spring free length
Clutch disc thickness 2.92 - 3.08 (0.115 - 0.121) 2.6 (0.10)
2.92 -3.08 (0.115 - 0.121) 2.6 (0.10)

Clutch plate warpage _— 0.30 (0.012)

Clutch outer guide 20.010 - 20.035 (0.7878 — 0.7888} 20.05 {0.789)

26.959 - 25.980 (1.0220 - 1.0228) 25.94 (1.021)
Mainshaft O.D. at clutch outer guide 19.959 - 19.980 {0.7858 - 0.7866) 19.94 (0.785})

Clutch lever free play

 CYLINDER HEAD/VALVE __—__—_w!
el k- 0 P —— CrEDIIIOE | IRANT
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Replace the part(s} with new one(s) before assembly.

Use recommended engine oll, uniess otherwise specified.

Use molybdenum oil solution (mixture of the engine oil and molybdenum grease in a ratio
of 1:1).

Use multi-purpose grease {Lithium based multi-purpose grease NLGI #2 or equivalent).

Use molybdenum disulfide grease (containing more than 3% molybdenum disulfide, NLGI
#2 or squivalent).
Example: Molykote® BR-2 plus manufactured by Dow corning, U.S.A.

Multi-purpase M-2 manufactured by Mitsubishi Qil, Japan

Use molybdenum disulfide paste (containing more than 40% molybdenum disulfide, NLGI
#2 or equivalent).
Example: Molykote® G-n Paste manufactured by Dow corning, U.S.A.

Honda Moly 60 (U.S.A. only)

Rocol ASP manufactured by Rocol Limited, U.K.

Rocol Paste manufactured by Sumiceo Lubricant, Japan

Use silicone grease.

Apply a locking agent. Use a middle strength locking agent unless otherwise specified.

Apply sealant.

Use DOT 4 brake fluid. Use the recommendad brake fluid unless otherwise specified.

Use Fork or Suspension Fluid.
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MODEL IDENTIFICATION

FRAME SERIAL NUMBER
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GENERAL SAFETY TOOLS
SERVICE RULES LUBRICATION & SEAL POINTS

MODEL IDENTIFICATION CABLE & HARNESS ROUTING
SPECIFICATIONS EMISSION CONTROL SYSTEMS
TORQUE VALUES






